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Checklist LO7

Code LO7 Category LA, LB, LC and LD Category 

ICV Motorcycle Checklist

1st February 2006

Owner Details

	Owner’s Name
	

	Address
	

	
	

	Telephone
	Mobile

	Email
	


Vehicle Details

	Make
	
	Model
	
	Year of Manufacture
	

	Vehicle Mass (kg)
	
	Fuel Tank Certification Number (where applicable)
	

	VIN/Chassis Number
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Engine Details

	Make
	
	Type
	
	No. of Cylinders/Rotors
	

	Displacement
	
	Litres or
	
	Cubic Inches
	Year of Manufacture
	

	ADR Engine was designed to comply with
	
	Maximum Power Output
	
	KW or
	
	BHP


Signatory Approval

	Vehicle Approved By (Signatory)
	

	Signatory Employer 

(if applicable)
	

	Signed
	
	Date
	


	MAKE

:


	MODEL
	ADR CATEGORY

	ENGINE No.


	VIN:

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	ADR 7/00 - HYDRAULIC BRAKE HOSES (ALL L–CATEGORIES.  NA to vehicles certified to ADR 42/04)

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	7.4
	For any one brake hose (if fitted) identify

(1) Location ………………………………………………………………….

(2) Markings…………………………………………………………………..
	#

	7.6.8
	End connections protected against corrosion?
	Y  [image: image1.png]


  N [image: image2.png]


  NA  [image: image3.png]




	ADR 8/01 - SAFETY GLAZING MATERIAL

	CLAUSE 

 NO
	FEATURE
	COMPLIANCE

	5.3
	Is transparent material other than glass used in the vehicle?  If YES, note the location and markings.

………………………………………………………………….
	Y  [image: image4.png]


  N  [image: image5.png]


  NA  [image: image6.png]




	5.4
	Windscreen glass marked as being laminated?
	Y  [image: image7.png]


  N  [image: image8.png]


  NA  [image: image9.png]




	6.1
	All glazing suitably marked?
	Y  [image: image10.png]


  N  [image: image11.png]


  NA  [image: image12.png]




	ADR 14/02 – REAR VISION MIRROR 

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	14.5
	(1) Two rear vision mirrors, symmetrically placed?
	Y  [image: image13.png]


  N  [image: image14.png]


  NA  [image: image15.png]




	
	(2) Both flat (F) or convex (C)?
	[image: image16.png]




	
	Are the mirrors located and of such dimensions as to be capable of reflecting to the driver as far as practicable a clear view of the road to the rear of the driver and of any following or overtaking vehicle?
	[image: image17.png]


  N  [image: image18.png]


  NA  [image: image19.png]




	14.7
	Note: If ‘E’ marked, R46 the mirror itself is acceptable.

	#

	
	If no E Mark and the mirror is flat, is the reflective surface at least 80 square cms in area?
	Y  [image: image20.png]


  N  [image: image21.png]


  NA  [image: image22.png]




	
	If no E Mark and the mirror is curved, is the reflective surface at least 64.5 square cms in area, convex in shape and have an average radius of curvature that is not less than 1200mm?
	Y  [image: image23.png]


  N  [image: image24.png]


  NA  [image: image25.png]




	
	
	

	ADR 18/02 – INSTRUMENTATION (LC, LD ONLY)

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	18.5.1.1.1
	Vehicle speed measured in km/h only?
	Y  [image: image26.png]


  N  [image: image27.png]


  NA  [image: image28.png]




	18.5.1.2
	Speedometer readily visible to the driver?
	Y  [image: image29.png]


  N  [image: image30.png]


  NA  [image: image31.png]




	18.5.2.2.1
	Distance travelled indicated in at least 1 km units from 1 to 99,999 km?
	Y  [image: image32.png]


  N  [image: image33.png]


  NA  [image: image34.png]





	ADR 19/01 and 19/02- INSTALLATION OF LIGHTING & LIGHT SIGNALLING DEVICES 

(NOT APPLICABLE FOR LB AND LEM CATEGORY CERTIFIED TO ADR 67/00)

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	A.5.5.1
	GENERAL

Are all lamps constituting a pair symmetrical?
	Y  [image: image35.png]


  N  [image: image36.png]


  NA  [image: image37.png]




	A.5.9
	No red light visible from the front and no white light (except reversing light) visible from the rear of the vehicle?
	Y  [image: image38.png]


  N  [image: image39.png]


  NA  [image: image40.png]




	A.5.10
	Are the front position lamps (if fitted), rear position lamps and the rear registration plate lamp switched on and off simultaneously?
	Y  [image: image41.png]


  N  [image: image42.png]


  NA  [image: image43.png]




	A.5.11
	Impossible to switch on the main-beam, the dipped-beam and the front and rear fog lamps (if fitted) without switching on the lamps referred to in clause A.5.10?
	Y  [image: image44.png]


  N  [image: image45.png]


  NA  [image: image46.png]




	(1) If any item in column 1 is ‘E’ Marked note marking in Column 2.

(2) Audit at least 2 items for each of Columns 3 to 9  inclusive. 

Circle non-compliances, otherwise tick.

(3) Indicate compliance status for table at end in space provided.
	

	FEATURES
	
	

	(1) FEATURE
	(2) If ‘E’ Marked

Approval NO
	Height (#)
	(5) APART
	(6) EDGE
	(7)
G
	(8)
C
	(9)
R

	
	
	(3) MAX
	(4) MIN
	(#)
	(#)
	(*)
	(*)
	(*)

	Main beam (*)


	
	
	
	<200
	Dipped beam
	Dipped
	
	Dipped

	Dipped beam(*)

 
	
	1200
	500
	<200
	(a) (400
	Main
	
	Main

	Direction (*)Indicator Front
	
	1200
	350
	(240
	(a) (400
	
	
	

	Direction (*)Indicator Rear
	
	1200
	350
	(180
	(b) (400
	
	
	

	Stop lamp(*)


	
	1200 
	250
	(b) (400
	
	Rpos
	Rpos
	Rpos

	Rr. Regisn. Plate lamp(*)
	
	
	
	
	
	Rpos
	Rpos
	

	Fr. Position lamp

(*)
	
	1200 
	350 
	
	(400 (a)

(150 (c)
	Dipped
	Dipped
	Dipped

	Rr. position lamp

(*)


	
	1500 
	250
	(400 (b)
	(400 (b)

(150 (c)
	Stop
	Stop
	Stop

	Reflex reflector Rear(*)
	
	900
	250 
	(400 (b)
	(400 

(b, c) 
	Rpos
	Rpos
	

	Reflecto reflector

Side (*)
	
	900
	300 
	
	
	
	
	

	Front fog lamp(+) 
	
	(Dipped Beam
	250 
	<250 from c/l
	
	
	
	

	Rear fog lamp (+)
	
	900 
	250 
	>100 form stop
	
	
	
	

	Parking lamp (For LB, LD, only) (+)
	
	1200 
	350 
	
	
	
	
	

	Reversing lamp (For LB, LD, if reverse gear fitted) 
	
	1200 
	250 
	
	
	Rpos
	Rpos
	

	(*) = Mandatory 

(+) = If fitted; All dimension in mm.

(#) = HEIGHT - To highest (Max) and lowest (Min) points on illuminating surface.

Apart – Distance between innermost edges of illuminating surface.

EDGE – Maximum distance from outer edge of vehicle to illuminating surface.

Column (7) to (9) indicates specific lamps which may be grouped (G), combined (C) or reciprocally  incorporated (R). 


	a = For LB2 vehicles only

b = For LB1 vehicles only

c = For LD vehicles
	COMPLIANCE

Y  [image: image47.png]


  N  [image: image48.png]


  NA  [image: image49.png]




	A.6.1

A.6.1.3.1
	DRIVING(MAIN) BEAM HEADLAMPS

Geometric centre located in longitudinal median plane? If NO

Is its centre of reference symmetrical in relation to another driving/passing/front position lamp?
	Y  [image: image50.png]


  N  [image: image51.png]


  NA  [image: image52.png]



Y  [image: image53.png]


  N  [image: image54.png]


  NA  [image: image55.png]




	A.6.1.3.3
	Is the distance between the edges of the illuminating surface of any independent driving lamp and the edge of that of the passing lamp not more than 200mm?
	Y  [image: image56.png]


  N  [image: image57.png]


  NA  [image: image58.png]




	A.6.1.3.4
	If 2 driving lamps fitted is the distance between the illuminating surfaces not more than 200mm?
	Y  [image: image59.png]


  N  [image: image60.png]


  NA  [image: image61.png]




	A.6.1.8
	Non-flashing (“Circuit-Closed’)-tell-tail blue and operating?
	Y  [image: image62.png]


  N  [image: image63.png]


  NA  [image: image64.png]




	A.6.2

A.6.2.3.1.2
	PASSING BEAM (DIPPED) – HEADLAMPS

Centre of lamp in longitudinal median plane? If NO

Is its centre of reference symmetrical in relation to another driving/passing/front position lamp?
	Y  [image: image65.png]


  N  [image: image66.png]


  NA  [image: image67.png]



Y  [image: image68.png]


  N  [image: image69.png]


  NA  [image: image70.png]




	A.6.2.3.4
	If 2 passing lamps fitted is the distance between the illuminating surfaces not more than 200mm?
	Y  [image: image71.png]


  N  [image: image72.png]


  NA  [image: image73.png]




	A.6.2.7
	Are all driving beams switched ‘OFF’ when changing from driving to passing beam?
	Y  [image: image74.png]


  N  [image: image75.png]


  NA  [image: image76.png]




	A.6 2.8
	If fitted, is operational tell-tale colour green and non-flashing?
	Y  [image: image77.png]


  N  [image: image78.png]


  NA  [image: image79.png]




	A.6.3

A.6.3.3.1


	DIRECTION INDICATOR LAMP

(1) Front indicators at least 240mm between illuminating surfaces?

(2)   Front indicators outside vertical planes tangential to outside of headlamps?
	Y  [image: image80.png]


  N  [image: image81.png]


  NA  [image: image82.png]



Y  [image: image83.png]


  N  [image: image84.png]


  NA  [image: image85.png]




	A.6.3.3.1
	(3) Distance between the illuminating surface of the indicator and passing beam headlamp at least 75mm? If NO

 Note distance between illuminating surfaces………….mm
	Y  [image: image86.png]


  N  [image: image87.png]


  NA  [image: image88.png]



[image: image89.png]




	A.6.3.3.1
	Illuminating surfaces of rear indicators at least 180mm apart?
	Y  [image: image90.png]


  N  [image: image91.png]


  NA  [image: image92.png]




	A.6.3.3.3
	Rear indicators within 300 mm of rear end of vehicle?
	Y  [image: image93.png]


  N  [image: image94.png]


  NA  [image: image95.png]




	A.6.3.8
	Independent switch?
	Y  [image: image96.png]


  N  [image: image97.png]


  NA  [image: image98.png]




	
	Lamps on one side operated by one control?
	Y  [image: image99.png]


  N  [image: image100.png]


  NA  [image: image101.png]




	A.6.3.9
	Operating Green or Yellow Tell-tale fitted? If no

Is an audible operating tell-tale fitted?
	Y  [image: image102.png]


  N  [image: image103.png]


  NA  [image: image104.png]



Y  [image: image105.png]


  N  [image: image106.png]


  NA  [image: image107.png]




	
	If any direction indicator lamp defective, does tell-tale extinguish, remain alight without flashing, or shows marked change in frequency? Please circle.
	Y  [image: image108.png]


  N  [image: image109.png]


  NA  [image: image110.png]




	A.6.3.10.1
	Flash rate 60 –120 times per minute?
	Y  [image: image111.png]


  N  [image: image112.png]


  NA  [image: image113.png]




	A.6.3.10.2
	Flash in phase on same side?
	Y  [image: image114.png]


  N  [image: image115.png]


  NA  [image: image116.png]




	A.6.3.10.3
	Light up within 1 sec, and extinguishes within 1.5 sec?
	Y  [image: image117.png]


  N  [image: image118.png]


  NA  [image: image119.png]




	A.6.3.10.4
	In the event of a failure, other than a short curcuit, the other direction indicator on the same side continues to flash or remain alight?
	Y  [image: image120.png]


  N  [image: image121.png]


  NA  [image: image122.png]




	A.6.4

A.6.4.6
	STOP LAMP

Lighted on any front or rear service brake application?
	Y  [image: image123.png]


  N  [image: image124.png]


  NA  [image: image125.png]




	A.6.5

A.6.5.2
	REAR – REGISTRATION PLATE ILLUMINATING DEVICE

Illuminates registration plate area?
	Y  [image: image126.png]


  N  [image: image127.png]


  NA  [image: image128.png]




	A.6.6

A.6.6.1
	FRONT POSITION LAMP (IF FITTED, MANDATORY FOR 19/02)

One or Two lamps fitted? Please circle number of lamps.
	Y  [image: image129.png]


  N  [image: image130.png]


  NA  [image: image131.png]




	A.6.6.6
	Green ‘Circuit-closed’ tell-tale fitted? If NO

Instrument lights as tell-tale?
	Y  [image: image132.png]


  N  [image: image133.png]


  NA  [image: image134.png]



Y  [image: image135.png]


  N  [image: image136.png]


  NA  [image: image137.png]




	A.6.7

A.6.7.1
	REAR POSITION LAMP

One or Two lamps fitted? Please circle number of lamps
	Y  [image: image138.png]


  N  [image: image139.png]


  NA  [image: image140.png]




	A.6.7.6
	If “Circuit-closed” tell-tale fitted, is it the same as front position lamp tell-tail?
	Y  [image: image141.png]


  N  [image: image142.png]


  NA  [image: image143.png]




	A.6.8

A.6.8
	REAR REFLEX REFLECTOR, NON-TRIANGULAR

One or Two lamps fitted? Please circle number of lamps fitted.
	Y  [image: image144.png]


  N  [image: image145.png]


  NA  [image: image146.png]





	A.6.9

A.6.9.2
	VEHICLE – HAZARD WARNING SIGNAL (OPTIONAL)

Separate control operates all direction Indicator lamps?
	Y  [image: image147.png]


  N  [image: image148.png]


  NA  [image: image149.png]




	A.6.9.3
	(1) Circuit closed tell-tale provided?
	Y  [image: image150.png]


  N  [image: image151.png]


  NA  [image: image152.png]




	
	(2) If single tell-tale, signal flashing red?
	Y  [image: image153.png]


  N  [image: image154.png]


  NA  [image: image155.png]




	
	(3) If separate , is tell-tail the same as direction indicators?
	Y  [image: image156.png]


  N  [image: image157.png]


  NA  [image: image158.png]




	A.6.9.4
	Capable of activation with ignition ‘OFF’?
	Y  [image: image159.png]


  N  [image: image160.png]


  NA  [image: image161.png]




	A.6.10

A.6.10 1

A.6.10.3.1
	FRONT FOG LAMP (OPTIONAL)

Are ONE or TWO lamps fitted? Please circle

If fitted, is it on the median longitudinal plane or is the illuminating edge within 250 mm of it?
	Y  [image: image162.png]


  N  [image: image163.png]


  NA  [image: image164.png]




	A.6.10.9
	Possible to operate the fog lamp independently of the driving-beam and the passing-beam head lamp(s)?
	Y  [image: image165.png]


  N  [image: image166.png]


  NA  [image: image167.png]




	A.6.10.7
	If fitted, tell-tale non-flashing green?
	Y  [image: image168.png]


  N  [image: image169.png]


  NA  [image: image170.png]




	A.6.11

A.6.11.1
	REAR FOG LAMP (OPTIONAL)

Are ONE or TWO lamps fitted? Please circle
	Y  [image: image171.png]


  N  [image: image172.png]


  NA  [image: image173.png]




	A.6.11.3.3
	Distance from edge of stop lamp not less than 100 mm?
	Y  [image: image174.png]


  N  [image: image175.png]


  NA  [image: image176.png]




	A.6.11.6
	(1) Can only light up when either the main-beam or the dipped-beam or the front fog lamp is switched on?
	Y  [image: image177.png]


  N  [image: image178.png]


  NA  [image: image179.png]




	
	(2) Rear fog lamp switch independent of the front fog lamp switch?

(3) With the rear fog lamps switched  ‘ON’ does switching ‘OFF’ the position lamp, extinguish the it and does it remain ‘OFF’ until deliberately switched ‘ON’ again?
	Y  [image: image180.png]


  N  [image: image181.png]


  NA  [image: image182.png]



Y  [image: image183.png]


  N  [image: image184.png]


  NA  [image: image185.png]




	A.6.11.7
	Is an amber “Circuit-closed” non-flashing tell-tale fitted?
	Y  [image: image186.png]


  N  [image: image187.png]


  NA  [image: image188.png]




	A.6.12

A.612.1
	SIDE REFLEX REFECTOR, NON-TRIANGLER (OPTIONAL FOR VEHICLES CERTIFIED TO ECE R53/00)

Are ONE or TWO side reflectors fitted, per side? Please circle
	Y  [image: image189.png]


  N  [image: image190.png]


  NA  [image: image191.png]




	A.6.12.3.3
	Positioned such that the reflector(s) are not be masked by the driver’s or passenger’s clothes?
	Y  [image: image192.png]


  N  [image: image193.png]


  NA  [image: image194.png]




	7.1

7.1.2

7.1.3
	PARKING LAMP (OPTIONAL)

Arrangement, ONE  or TWO  at FRONT, ONE or TWO  at REAR, Please circle.

ON or to RIGHT or on EITHER side of the median longitudinal plane?
	Y  [image: image195.png]


  N  [image: image196.png]


  NA  [image: image197.png]




	7.1.6
	(1) Independent switch?
	Y  [image: image198.png]


  N  [image: image199.png]


  NA  [image: image200.png]




	
	(2) Possible to operate with the ignition in the ‘OFF’ position?
	Y  [image: image201.png]


  N  [image: image202.png]


  NA  [image: image203.png]




	7.1.7
	If tell-tale fitted, is it impossible to confuse it with that for the front and rear position lamps?
	Y  [image: image204.png]


  N  [image: image205.png]


  NA  [image: image206.png]




	7.2

7.2.6
	REVERSING LAMP (ONLY IF REVERSE GEAR FITTED)

Is the lamp always lit when reversing gear engaged?, and

(1) The device controlling starting and stopping the engine is in a position where the engine can operate?

(2) The engine is running?
	Y  [image: image207.png]


  N  [image: image208.png]


  NA  [image: image209.png]



Y  [image: image210.png]


  N  [image: image211.png]


  NA  [image: image212.png]



Y  [image: image213.png]


  N  [image: image214.png]


  NA  [image: image215.png]




	7.4

7.4.1

7.4.3
	FRONT REFLEX REFLECTOR NON-TRIANGULAR (OPTIONAL FOR LA, LC AND LD)

Are ONE or TWO side reflectors fitted? Please circle

(1) If only one reflector fitted, the centre of reference is on the vehicle medium longitudinal plane?

(2) If two reflectors fitted, is the illuminating surface not more than 400mm from the extreme outer edge of the side car.
	Y  [image: image216.png]


  N  [image: image217.png]


  NA  [image: image218.png]



Y  [image: image219.png]


  N  [image: image220.png]


  NA  [image: image221.png]



Y  [image: image222.png]


  N  [image: image223.png]


  NA  [image: image224.png]




	8.9


	CONSPICUITY LAMP (MANDATORY FOR VEHICLES CERTIFIED TO 19/01)

Are TWO conspicuity lamps fitted, or is conspicuity lamp incorporated in passing beam headlamp? Please circle 
	Y  [image: image225.png]


  N  [image: image226.png]


  NA  [image: image227.png]




	8.9.9.1
	Conspicuity lamp is lighted with the engine running?
	Y  [image: image228.png]


  N  [image: image229.png]


  NA  [image: image230.png]




	ADR  23/01 - PASSENGER CAR TYRES (IF FITTED)

	CLAUSE NO
	FEATURE
	COMPLIANCE

	23.2.3
	For one tyre fitted, identify: (If tyre size different front and rear, complete for 1 Fr & 1 Rr tyre)

(1) Manufacturer or trade mark …Fr…………………………………………………

                                                        Rr……………………………………...…………

(2) Tyre size, speed category 

and carcass construction symbols  Fr……………………..…………………..…….

.

                                                        Rr……………………………………………….

(3) Date code.                                 Fr…..…………………………………………….

                                                       Rr…………………………………………………
	

	23.2.2.1.2
	At least 4 tread wear indicators?
	Y  [image: image231.png]


  N  [image: image232.png]


  NA  [image: image233.png]




	23.2.3
	Each tyre labelled on both sides, except for ‘ Asymmetrical Tyres’, which are at least labelled on the outer ‘Sidewalls’?


	Y  [image: image234.png]


  N  [image: image235.png]


  NA  [image: image236.png]




	23.2.3.8


	If tyre is ‘Asymmetrical’, outer face indicated?


	Y  [image: image237.png]


  N  [image: image238.png]


  NA  [image: image239.png]




	23.4
	If `E' marked R30, Approval No

……………………………………………………………………………………………..
	#

	ADR 24/02 - TYRE AND RIM SELECTION(ONLY IF FITTED WITH PASSENGER CAR TYRES). 

(NA to vehicles certified to ADR 42/04)

	CLAUSE NO
	FEATURE
	COMPLIANCE

	24.2.1.1
	A placard of durable material permanently affixed to the vehicle?
	Y  [image: image240.png]


  N  [image: image241.png]


  NA  [image: image242.png]




	24.2.1.1.
	Placard contains the following: 

(1) For each nominated rim profile the recommended tyre size?

(2) Recommended tyre pressures in Kpa?

(3) Statement on load rating and speed category?
	Y  [image: image243.png]


  N  [image: image244.png]


  NA  [image: image245.png]



Y  [image: image246.png]


  N  [image: image247.png]


  NA  [image: image248.png]



Y  [image: image249.png]


  N  [image: image250.png]


  NA  [image: image251.png]




	24.2.5.1
	All tyres fitted to the vehicle of the same type of ‘Carcass’ construction?
	Y  [image: image252.png]


  N  [image: image253.png]


  NA  [image: image254.png]




	24.2.5.3
	Tyre and Rim combination on vehicle included on placard and RVD form?
	Y  [image: image255.png]


  N  [image: image256.png]


  NA  [image: image257.png]




	24.2.5.4.1

24.2.5.4.2
	Maximum load rating and speed category of tyre fitted equal to or greater than that on the placard?
	Y  [image: image258.png]


  N  [image: image259.png]


  NA  [image: image260.png]




	
	Part number if shown on the placard?……Pt No……………………………………..
	#

	ADR 33/00 – BRAKE SYSTEMS FOR MOTORCYCLE AND MOPEDS (ALL L-CATEGORIES)

	CLAUSE

 NO
	FEATURE
	COMPLIANCE

	33.2.1.1
	Split (S) or independent (I)? Indicate S or I.
	[image: image261.png]




	33.2.1.4
	Lining visible either directly or indirectly?
	Y  [image: image262.png]


  N  [image: image263.png]


  NA  [image: image264.png]




	33.2.1.6
	Brake controls readily accessible?
	Y  [image: image265.png]


  N  [image: image266.png]


  NA  [image: image267.png]




	33.2.1.7
	Adequate provision made for adjustment?
	Y  [image: image268.png]


  N  [image: image269.png]


  NA  [image: image270.png]




	33.2.5.1
	Separate reservoir compartment for each sub-system?
	Y  [image: image271.png]


  N  [image: image272.png]


  NA  [image: image273.png]




	33.2.5.3
	Labelling satisfactory and located on or near brake fluid reservoir cap?
	Y  [image: image274.png]


  N  [image: image275.png]


  NA  [image: image276.png]




	33.2.3.0
	If split service brake system, failure indicator lamp:

(1) Fitted?
	Y  [image: image277.png]


  N  [image: image278.png]


  NA  [image: image279.png]




	33.2.3.2
	(2) Activation check satisfactory?
	Y  [image: image280.png]


  N  [image: image281.png]


  NA  [image: image282.png]




	33.2.3.5
	(3) Labelling satisfactory?
	Y  [image: image283.png]


  N  [image: image284.png]


  NA  [image: image285.png]




	33.2.4
	If single brake power unit, an audible device provided?
	Y  [image: image286.png]


  N  [image: image287.png]


  NA  [image: image288.png]




	33.2.2
	Parking brake provided? (LB , LD & LE only)
	Y  [image: image289.png]


  N  [image: image290.png]


  NA  [image: image291.png]




	33.6
	If E marked, R78 Approval No


	


	ADR 39/00 – EXTERNAL NOISE OF MOTOR CYCLES (NA to vehicles certified to ADR 83/00)

	CLAUSE

 NO
	FEATURE
	COMPLIANCE

	39.2

39.2.1
	MARKING REQUIREMENTS

Silencing system components marked with:
	

	39.2.1.1
	(1) Trade name or mark of manufacturer?
	Y  [image: image292.png]


  N  [image: image293.png]


  NA  [image: image294.png]




	39.2.1.2
	(2) Trade description given by manufacturer?
	Y  [image: image295.png]


  N  [image: image296.png]


  NA  [image: image297.png]




	39.2.2
	Markings clearly legible and appears indelible?
	Y  [image: image298.png]


  N  [image: image299.png]


  NA  [image: image300.png]




	39.3
	LABELLING REQUIREMENTS

Stationary noise test information and vehicle labelling satisfactory?
	Y  [image: image301.png]


  N  [image: image302.png]


  NA  [image: image303.png]




	39.4
	INFORMATION SUPPLIED WITH VEHICLE
	

	39.4.1
	(1) Specified warning in owner’s manual/handbook?
	Y  [image: image304.png]


  N  [image: image305.png]


  NA  [image: image306.png]




	39.4.2
	(2) Maintenance instructions provided?
	Y  [image: image307.png]


  N  [image: image308.png]


  NA  [image: image309.png]




	39.7
	If E marked, R41 Approval No


	

	ADR 42/03 - GENERAL SAFETY REQUIREMENTS

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	6


	CIGAR OR CIGARETTE LIGHTER

Activation possible only with switch in ‘accessory’" or ‘engine on’ position?
	Y  [image: image310.png]


  N  [image: image311.png]


  NA  [image: image312.png]




	7
	DIESEL ENGINES

Is device fitted to prevent inadvertent starting of engine?
	Y  [image: image313.png]


  N  [image: image314.png]


  NA  [image: image315.png]




	8

8.1.2
	STEERING SYSTEM

Do components essential to steering operation transmit energy by mechanical means only?
	Y  [image: image316.png]


  N  [image: image317.png]


  NA  [image: image318.png]




	8.1.1
	Steering  wheel located centrally or to the right?
	Y  [image: image319.png]


  N  [image: image320.png]


  NA  [image: image321.png]




	10.1.1
	ELECTRICAL WIRING

Supported at not more than 600 mm intervals?
	Y  [image: image322.png]


  N  [image: image323.png]


  NA  [image: image324.png]




	10.1.2/3/4
	Properly insulated, located and protected from chafing?
	Y  [image: image325.png]


  N  [image: image326.png]


  NA  [image: image327.png]




	12

12.1
	EXTERNAL OR INTERNAL PROTRUSIONS

Devoid of external or internal projections or sharp or pointed fittings?
	Y  [image: image328.png]


  N  [image: image329.png]


  NA  [image: image330.png]




	13.1
	FIELD OF VIEW

Driver's view on either side and in all directions in front of the vehicle unobstructed?
	Y  [image: image331.png]


  N  [image: image332.png]


  NA  [image: image333.png]




	15.3

15.3.3.1
	WHEEL GUARDS (MUDGUARDS)

Rear wheel guards covers wheel from a point vertically above the foremost part of the wheel to an arc rearwards, up to a line through the centre at or less than 45 degree to horizontal?
	Y  [image: image334.png]


  N  [image: image335.png]


  NA  [image: image336.png]




	15.3.3
	Unless bodywork provides required protection, front wheel guards extend over rear quarter of wheel?
	Y  [image: image337.png]


  N  [image: image338.png]


  NA  [image: image339.png]




	21.2
	WARNING DEVICE AUDIBLE

Fitted with at least one horn with constant amplitude and frequency characteristics?
	Y  [image: image340.png]


  N  [image: image341.png]


  NA  [image: image342.png]




	ADR 42/04 - GENERAL SAFETY REQUIREMENTS (ALL CATEGORIES From 1-JAN-2005)

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	6
	DIESEL ENGINES

Is device fitted to prevent inadvertent starting of engine?
	Y  [image: image343.png]


  N  [image: image344.png]


  NA  [image: image345.png]




	7.1.2
	STEERING SYSTEM

Do components essential to steering operation transmit energy by mechanical means only?
	Y  [image: image346.png]


  N  [image: image347.png]


  NA  [image: image348.png]




	7.1
	Steering wheel located centrally or to the right?
	Y  [image: image349.png]


  N  [image: image350.png]


  NA  [image: image351.png]




	9.1.1
	ELECTRICAL WIRING

Supported at not more than 600 mm intervals?
	Y  [image: image352.png]


  N  [image: image353.png]


  NA  [image: image354.png]




	9.1.2/3/4
	Properly insulated, located and protected from chafing?
	Y  [image: image355.png]


  N  [image: image356.png]


  NA  [image: image357.png]




	11.1.1/2/3
	EXTERNAL OR INTERNAL PROTRUSIONS

Devoid of external or internal projections or sharp or pointed fittings?
	Y  [image: image358.png]


  N  [image: image359.png]


  NA  [image: image360.png]




	12.1
	FIELD OF VIEW

Driver's view on either side and in all directions in front of the vehicle unobstructed?
	Y  [image: image361.png]


  N  [image: image362.png]


  NA  [image: image363.png]




	14.3.2
	WHEEL GUARDS (MUDGUARDS)

Are wheels fitted with guards, or permanent structure, that cover at least the ‘Section Width’ of the tyre, and designed as to protect other road users against thrown-up stones, mud, ice, snow and water?
	Y  [image: image364.png]


  N  [image: image365.png]


  NA  [image: image366.png]




	14.3.3.1
	Do Rear wheel guards covers the wheel from a point vertically above the foremost part of the wheel to an arc rearwards up to a line through the centre at or less than 45 degree to horizontal?
	Y  [image: image367.png]


  N  [image: image368.png]


  NA  [image: image369.png]




	14.3.3.2
	Unless bodywork provides required protection, do front wheel guards extend over rear quarter of wheel?
	Y  [image: image370.png]


  N  [image: image371.png]


  NA  [image: image372.png]




	15
	BRAKE TUBING AND BRAKE HOSES

For any one brake hose (if fitted) identify

(1)    Location ………………………………………………………………….

(2) Markings…………………………………………………………………..
	

	15
	Brake tubing and hoses fitted to prevent chafing, kinking or other mechanical damage?
	Y  [image: image373.png]


  N  [image: image374.png]


  NA  [image: image375.png]




	20.2
	WARNING DEVICE AUDIBLE

Fitted with at least one horn with constant amplitude and frequency characteristics?
	Y  [image: image376.png]


  N  [image: image377.png]


  NA  [image: image378.png]




	25.3.1
	TYRE AND RIM SELECTION

All tyres fitted to an ‘Axle’ are the same type of ‘Carcass’ construction?
	Y  [image: image379.png]


  N  [image: image380.png]


  NA  [image: image381.png]





	ADR 56/00 – MOPED NOISE (FOR LA AND LB ONLY) NA to vehicles certified to ADR 83/00

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	56.2.3
	Stationary Noise test information contained in handbook or otherwise supplied?
	Y  [image: image382.png]


  N  [image: image383.png]


  NA  [image: image384.png]




	56.8
	If `E' marked R63, Approval No

…………………………………………………………………..
	Y  [image: image385.png]


  N  [image: image386.png]


  NA  [image: image387.png]




	ADR 57/00 - SPECIAL REQUIREMENTS FOR L-GROUP VEHICLES 

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	57.2.1

57.2.1.1

57.2.1.2
	SIDE-CARS

Side-car securely attached to left hand side?
	Y  [image: image388.png]


  N  [image: image389.png]


  NA  [image: image390.png]




	57.2.2

57.2.2.1
	STEERING GEAR

Handlebars extends not less than 250 mm and not more than 450 mm on each side of centre line?
	Y  [image: image391.png]


  N  [image: image392.png]


  NA  [image: image393.png]




	57.2.2.2
	Height of lowest part of handgrip above lowest part of upper surface of driver’s seat (380mm?
	Y  [image: image394.png]


  N  [image: image395.png]


  NA  [image: image396.png]




	57.2.2.3
	Steering gear designed to prevent overlocking?
	Y  [image: image397.png]


  N  [image: image398.png]


  NA  [image: image399.png]




	57.2.2.4
	Horizontal distance from mid-point between head stem bearing to centre of front wheel (550 mm?
	Y  [image: image400.png]


  N  [image: image401.png]


  NA  [image: image402.png]




	57.2.2.5
	Handlebars symmetrical and located centrally?
	Y  [image: image403.png]


  N  [image: image404.png]


  NA  [image: image405.png]




	57.2.3
	OPERATION AND LOCATION OF CONTROLS

(Circle non-compliance)

	CONTROL
	LOCATION
	OPERATION
	COMPLIANCE

	Manual clutch (*)
	Left HB? (#)
	Squeeze to disengage?
	Y  [image: image406.png]


  N  [image: image407.png]


  NA  [image: image408.png]




	Gear change (Opt)
	Left Foot?
	Up from first gear to select others?
	Y  [image: image409.png]


  N  [image: image410.png]


  NA  [image: image411.png]




	Head Lamp (**)
	Left HB?
	Up – main beam, down – dipped and ‘OFF-guard’ provided if combined with on-off switch?
	Y  [image: image412.png]


  N  [image: image413.png]


  NA  [image: image414.png]




	Horn
	Left HB?
	Push to activate?
	Y  [image: image415.png]


  N  [image: image416.png]


  NA  [image: image417.png]




	Direction Indicator
	Either HB?
	
	Y  [image: image418.png]


  N  [image: image419.png]


  NA  [image: image420.png]




	Ignition (Opt)
	
	Anti-clockwise to ‘OFF’ from other positions?
	Y  [image: image421.png]


  N  [image: image422.png]


  NA  [image: image423.png]




	Manual only fuel shut-off (Opt)
	
	Off-forward, On-downwards, Reserve (if provided) – On-upwards?  Or as per FMVSS 123? 
	Y  [image: image424.png]


  N  [image: image425.png]


  NA  [image: image426.png]




	Twist grip throttle
	Right HB?
	Self-closing in clockwise direction to idle
	Y  [image: image427.png]


  N  [image: image428.png]


  NA  [image: image429.png]




	Supplemental engine stop
	Right HB?
	Thumb operated
	Y  [image: image430.png]


  N  [image: image431.png]


  NA  [image: image432.png]




	Front Brake
	Right HB?
	Squeeze to activate?
	Y  [image: image433.png]


  N  [image: image434.png]


  NA  [image: image435.png]




	Rear Brakes

For LC
	Right Foot
	Depress to activate?
	Y  [image: image436.png]


  N  [image: image437.png]


  NA  [image: image438.png]




	If Auto trans
	R.Foot/L.HB?
	Squeeze to activate?
	Y  [image: image439.png]


  N  [image: image440.png]


  NA  [image: image441.png]




	For LA, LB
	Left HB?
	Squeeze to activate?
	Y  [image: image442.png]


  N  [image: image443.png]


  NA  [image: image444.png]




	
	
	
	

	(*) – Hand lever or combined with gear change.
(**) – Only dipped beam permitted for LA category vehicles.

(#) – HB = Handle Bar.
	Y  [image: image445.png]


  N  [image: image446.png]


  NA  [image: image447.png]




	57.2.3.1.2
	OPERATION REQUIREMENTS

Without removal of the operator’s right hand from the throttle, are the following operations possible?

(1) Hand lever control of front brake
	Y  [image: image448.png]


  N  [image: image449.png]


  NA  [image: image450.png]




	
	(2) Turn signal control (if on right handlebar)?
	Y  [image: image451.png]


  N  [image: image452.png]


  NA  [image: image453.png]




	
	(3) supplemental engine stop?
	Y  [image: image454.png]


  N  [image: image455.png]


  NA  [image: image456.png]




	57.2.3.1.3
	Without removal of the operator’s left hand from the handgrip, are the following operations possible?

(1) Hand lever control of clutch and push horn button?
	Y  [image: image457.png]


  N  [image: image458.png]


  NA  [image: image459.png]




	
	(2) Turn signal control (if on left handlebar)?
	Y  [image: image460.png]


  N  [image: image461.png]


  NA  [image: image462.png]




	
	(3) Headlamp beam control (except for LA)?
	Y  [image: image463.png]


  N  [image: image464.png]


  NA  [image: image465.png]





	Clause NO 57.2.3.3
	CONTROL AND VISUAL INDICATOR DISPLAY IDENTIFICATION

If an item of equipment listed below is provided, is it and its control positions identified at least as specified (*).  

	Item
	Identification & Visibility
	Position Identification *
	COMPLIANCE

	Ignition switch #
	
	OFF?
	Y  [image: image466.png]


  N  [image: image467.png]


  NA  [image: image468.png]




	Supplemental engine stop
	Engine stop?
	OFF, run?
	Y  [image: image469.png]


  N  [image: image470.png]


  NA  [image: image471.png]




	Manual choke #
	Choke?
	
	Y  [image: image472.png]


  N  [image: image473.png]


  NA  [image: image474.png]




	Electric starter
	
	Start?
	Y  [image: image475.png]


  N  [image: image476.png]


  NA  [image: image477.png]




	Headlamp beam control
	Lights?
	Hi, Lo?
	Y  [image: image478.png]


  N  [image: image479.png]


  NA  [image: image480.png]




	Horn


	Horn?
	
	Y  [image: image481.png]


  N  [image: image482.png]


  NA  [image: image483.png]




	Direction indicator
	Turn?
	L, R?
	Y  [image: image484.png]


  N  [image: image485.png]


  NA  [image: image486.png]




	Main beam indicator
	Main Beam?
	
	Y  [image: image487.png]


  N  [image: image488.png]


  NA  [image: image489.png]




	Tachometer
	R/min, rpm,

RPM, or min-1
	
	Y  [image: image490.png]


  N  [image: image491.png]


  NA  [image: image492.png]




	Fuel tank shut off Control #
	Fuel?
	Off, On, Res?
	Y  [image: image493.png]


  N  [image: image494.png]


  NA  [image: image495.png]




	Neutral Indicator
	Neutral?
	
	Y  [image: image496.png]


  N  [image: image497.png]


  NA  [image: image498.png]




	Speedometer
	km/h only?
	Major graduations at 10km/h intervals?
	Y  [image: image499.png]


  N  [image: image500.png]


  NA  [image: image501.png]




	# - Visibility to seated driver not required.
* - The equivalent ISO symbol is an acceptable alternative.
	

	57.2.4
	TRANSMISSION REQUIREMENTS (IF TRANSMISSION MANUAL)

Is disengagement possible at any engine speed?
	Y  [image: image502.png]


  N  [image: image503.png]


  NA  [image: image504.png]




	57.2.5
	ELECTRICAL GENERATOR AND BATTERY

Fitted with a battery or generator? (B or G)?
	Y  [image: image505.png]


  N  [image: image506.png]


  NA  [image: image507.png]




	57.2.6
	FOOTREST

Foot rest fitted for each seating position?
	Y  [image: image508.png]


  N  [image: image509.png]


  NA  [image: image510.png]




	57.2.7
	STANDS (FOR LA AND LC VEHICLES ONLY)

Stand holds vehicle upright and device keeps stand off road?
	Y  [image: image511.png]


  N  [image: image512.png]


  NA  [image: image513.png]




	57.2.8
	CHAIN GUARDS (IF CHAIN DRIVEN)

Front sprocket and upper free run of chain covered to

(300 mm rear of rear most footrest, or to a point vertically above the centre of the rear drive sprocket? 
	Y  [image: image514.png]


  N  [image: image515.png]


  NA  [image: image516.png]




	57.3
	If E marked, R60 Approval No


	

	ADR 61/02 - VEHICLE MARKING 

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	5

5.1
	VEHICLE IDENTIFICATION NUMBER

(1) Is the VIN clearly visible on an integral part of the vehicle and not easily removed?
	Y  [image: image517.png]


  N  [image: image518.png]


  NA [image: image519.png]




	
	(2).If VIN is directly marked on an integral part of the vehicle, is the minimum height at least 7mm? If NO

What is height of VIN?                          Indicate ………………….. mm
	Y  [image: image520.png]


  N  [image: image521.png]


  NA [image: image522.png]



#

	
	(3) If VIN is on a separate plate, which in turn is permanently affixed to an integral part of the vehicle, is the minimum height at least 4mm?
	Y  [image: image523.png]


  N  [image: image524.png]


  NA [image: image525.png]




	
	
	

	7

7.1
	ENGINE NUMBER

Can a legible engine number be readily seen when the 

engine is installed in the vehicle?
	Y  [image: image526.png]


  N  [image: image527.png]


  NA  [image: image528.png]




	
	Is the engine number permanently stamped, cast, laser

engraved or a combination of these on the main 

component of the engine?
	Y  [image: image529.png]


  N  [image: image530.png]


  NA  [image: image531.png]




	
	Is the engine number satisfactorily located as per typical 

number on RVD form?
	Y  [image: image532.png]


  N  [image: image533.png]


  NA  [image: image534.png]




	9

.9.1.2.1
	REGISTRATION PLATES

Is there provision to mount a rear number plate no lower than 300 mm from the ground??
	Y  [image: image535.png]


  N  [image: image536.png]


  NA  [image: image537.png]





	ADR No 67/00 - INSTALLATION OF LIGHTS & LIGHT SIGNALLING DEVICES (FOR LB AND LE ONLY)

	(1) If any item in column 1 is ‘E’ Marked note marking in Column 2.

(2) Audit at least 2 items for each of Columns 3 to 9  inclusive.  Circle non-compliances, otherwise tick.

(3) Indicate compliance status for table at end in space provided.

	FEATURES

	(1) FEATURE

(CLAUSE NO)
	(2) If ‘E’ Marked

Approval NO
	Height (#)
	(5) APART
	(6) EDGE
	(7)
G
	(8)
C
	(9)
R

	
	
	(3) MAX
	(4) MIN
	(#)
	(#)
	(*)
	(*)
	(*)

	Main beam (*)

(Cl 67.4.1)
	
	
	
	
	(*)

Dipped beam
	Dip
	
	Dip

	Dipped beam (*)

(Cl 67.4.2)
	
	1200
	(*)

500
	
	400
	Main
	
	Main

	Front fog lamp (+)

(Cl 67.4.10)
	
	<Dip. beam
	250
	
	400
	%f
	
	Main



	Reversing lamp (*)

(Cl 67.4.14)
	
	1200
	250
	
	
	%r
	
	

	Direction indicator

Front

(Cl 67.4.3) (*)
	
	1200
	350
	300

( 100 MAIN

OR DIP
	400
	%f
	
	Park

	Direction indicator Rear

(Cl 67.4.3) (*)
	
	1200
	350
	240
	400
	%r
	
	Park

	Direction indicator side

(Cl 67.4.3) (*)
	
	
	
	
	
	
	
	

	Stop lamp

(Cl 67.4.4) (*)
	
	1200
	350
	600/400

(67.4.4.3.1.2)
	
	%r
	
	RPos

Park

	Rr. Regisn. Plate lamp

(CL 67.4.5 (*)
	
	
	
	
	
	%r
	%r
	%r

	Fr. Position (side) lamp

(Cl 67.4.6) (*)
	
	1500
	350
	Symmetrical
	400
	%f
	
	%f

	Rr. position (side) lamp

(tail lamp) (Cl 67.4.7) (*)
	
	1500
	350
	400
	400
	%r
	Reg
	Stop


	Rear fog lamp (+)

(Cl 67.4.11)
	
	1000
	250
	(100 FROM

STOP
	
	%r
	%r
	

	Parking Lamp (+)

(Cl 67.4.13 )
	
	1500
	350
	
	400
	%
	
	% f

	Reflex reflector Rear  (*)

(Cl 67.4.8)
	
	900
	350
	400
	400
	%r
	
	

	(Non-triangular) Front (+)

(Cl 67.4.17)
	
	900
	350
	Central

Or 400
	400
	fpos
	
	

	Side (+)

(Cl 67.4.12)
	
	900
	350
	
	
	%
	
	

	Conspicuity lamps (*)

(CI 67.4.18)
	
	1200
	250
	Symmetrical
	
	%f
	%f
	%f

Indic

	

	G = ‘Grouped Lamps’ means devices having separate illuminating surfaces and separate light sources, but a common lamp body.

C = ‘Combined’ means devices having separate illuminating surfaces, but a common light source and common lamp body.

(*) = Mandatory; (+) = If fitted.

(#) = HEIGHT - To highest (Max) and lowest (Min)points on illuminating surface.

Apart – Distance between innermost edges of illuminating surface.

EDGE – Maximum distance from outer edge of vehicle to illuminating surface.

All dimension in mm.

Column (7) to (9) indicates specific lamps which may be grouped (G), combined (C) or reciprocally  incorporated (R). 

%f = Permitted with any other front lamp.
	R = ‘Reciprocally Incorporated’ means devices having separate light sources (or a single light source operating in different ways), but a common or partially common illuminating surface and a common lamp body.

%r =Permitted with any other rear lamp.

% = Permitted with any other lamp.

Dip = Permitted with Dipped Beam.

Main = Permitted with Main Beam.

Fpos = Permitted with Front Position Side lamps.

Park = Not permitted with Park Lamps.

Park = Permitted with Park Lamps.

Stop = Permitted with stop lamps.

Rpos = Permitted with Rear Position Side Lamps.

Reg = Permitted with Rear Registration Plate 

Lamp.

Indic = Not permitted with Indicator Lamps.
	COMPLIANCE

Y  [image: image538.png]


  N  [image: image539.png]


  NA  [image: image540.png]





	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	67.3

67.3.1
	VISIBILITY

Are apparent surfaces of all lamps unobstructed by any parts of the vehicle 
	Y  [image: image541.png]


  N  [image: image542.png]


  NA  [image: image543.png]




	67.3

67.3.5
	GENERAL SPECIFICATIONS

Are all lamps constituting a pair symmetrical?
	Y  [image: image544.png]


  N  [image: image545.png]


  NA  [image: image546.png]




	67.3.9
	No red light visible from the front and no white light (except reversing light) visible from the rear of the vehicle? 
	Y  [image: image547.png]


  N  [image: image548.png]


  NA  [image: image549.png]




	67.3.10
	Can all front and rear position lamps, the rear registration plate lamp, and the passenger car side lamps (if fitted) be only switched on and off together?
	Y  [image: image550.png]


  N  [image: image551.png]


  NA  [image: image552.png]




	67.3.11
	Is it not possible to switch on the main-beam, dipped-beam and front and rear fog lamps with out first switching on the lamps referred to in clause 67.3.10?
	Y  [image: image553.png]


  N  [image: image554.png]


  NA  [image: image555.png]




	67.3.13.1
	Are no lamps (other than driving, passing or front fog lamps) concealed?
	Y  [image: image556.png]


  N  [image: image557.png]


  NA  [image: image558.png]




	67.3.13.2
	Is it possible to move a concealed lighting device into the position of use, without the aid of tools, in the event of a defect?
	Y  [image: image559.png]


  N  [image: image560.png]


  NA  [image: image561.png]




	67.4.1


	MAIN-BEAM HEADLAMPS

Are all main beams switched off when changing over from main beam to dipped beam?
	Y  [image: image562.png]


  N  [image: image563.png]


  NA  [image: image564.png]




	67.4.1.3.1.1
	For single dipped beam application with an independent main beam.  Is this main beam mounted directly above or below the dipped beam with it geometric centre situated on the longitudinal median of the vehicle?
	Y  [image: image565.png]


  N  [image: image566.png]


  NA  [image: image567.png]




	67.4.1.3.1.2
	For two dipped beam applications are the main beam lamps mounted no closer to the outside edge of the vehicle than the outer edge of the dipped beam headlamp?
	Y  [image: image568.png]


  N  [image: image569.png]


  NA  [image: image570.png]




	67.4.1.10
	Circuit closed tell-tale colour blue and non-flashing?
	Y  [image: image571.png]
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	67.4.2.9.1

67.4.2.10
	DIPPED – BEAM HEADLAMPS

Control within easy reach of driver?

If operational tell-tale fitted, is it green and non-flashing?
	Y  [image: image574.png]
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Y  [image: image577.png]
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	67.4.2.3.1.1
	For single lamp applications, is this lamp mounted with it geometric centre situated on the longitudinal median of the vehicle?
	Y  [image: image580.png]
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	67.4.3.3.1.1
	DIRECTION INDICATOR LAMPS

FOR LB1
(1) Front indicators at least 300 mm apart?
	Y  [image: image583.png]
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	(2) Front indicators further apart than the outside surfaces of the headlamps?
	Y  [image: image586.png]
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	(3) Front indicator lamps at least 100 mm from the headlamps?
	Y  [image: image589.png]


  N  [image: image590.png]
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	(4) Rear indicators not more than 400mm from the extreme outer edge of the vehicle?
	Y  [image: image592.png]
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	67.4.3.3.1.2

67.4.3.3.3.1
	FOR LB2
(1) Front indicators not more than 400mm from the extreme outer edge of the vehicle?

(2) Rear indicators the distance between the two illuminating surfaces at least 240mm apart?

(3)   Rear indicators within 300 mm of the rear of the vehicle?
	Y  [image: image595.png]
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Y  [image: image601.png]
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	67.4.3.3.3.2
	Front indicators within 1,800 mm of the front surface of the vehicle? (2,500 mm if necessary to comply with visibility requirements).
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	67.4.3.9
	ALL VEHICLES

Independent switch and flash in phase?
	Y  [image: image607.png]
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	67.4.3.10
	(1) Is a visible tell-tale' fitted?
	Y  [image: image610.png]


  N  [image: image611.png]
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	(2) Tell-tale behaviour on turn signal malfunction?
	Y  [image: image613.png]


  N  [image: image614.png]
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	(A) - Marked frequency change, (B) - Continuously on, or (C) – Continuously off (Indicate A, B, C, )?
	[image: image616.png]




	67.4.3.11.1.1.
	For DC supply indicators flash 60 to 120 times per minute? 
	Y  [image: image617.png]
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	67.4.3.11.3.1
	For AC supply, indicators flash 45-120 times per minute?
	Y  [image: image620.png]
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	67.4.3.11.1.3
	Lights up within 1 second and extinguishes within 1.5 seconds?
	Y  [image: image623.png]
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	67.4.3.11.4
	If one lamp fails(other than due to a short-circuit)do other lamps flash when actuated?
	Y  [image: image626.png]
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	67.4.4.9
	STOP LAMP

Lighted with any service brake application?
	Y  [image: image629.png]
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	If fitted, is tell-tale non-flashing operational type?
	Y  [image: image632.png]
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	67.4.5
	REAR REGISTRATION PLATE LAMP

Illuminates the registration plate area?
	Y  [image: image635.png]


  N  [image: image636.png]
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	67.4.5
	FRONT POSITION LAMPS

For LB1 

One or Two lamps fitted in Dipped Beam headlamp? Please circle
	Y  [image: image638.png]


  N  [image: image639.png]
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	67.4.6

67.4.6.1.1

67.4.6.1.2
	For LB2
Two lamps mounted with their centres symmetrical about the longitudinal medium plane of the vehicle?
	Y  [image: image641.png]
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	Not further than 400mm from extreme outer edge of the vehicle?
	Y  [image: image644.png]


  N  [image: image645.png]
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	67.4.6.3.1.2
	Instrument lights as tell-tail? If NO
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	67.4.9.3
	If No, is a non-flashing green tell-tale fitted?
	Y  [image: image650.png]
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	67.4.7.1.1


	REAR POSITION LAMP (RPL)

For LB1
Distance between illuminating surface at least 400mm, and within 400mm from extreme outer edge of the vehicle?
	Y  [image: image653.png]
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	67.4.7.1.1

67.4.7.3.1.2
	For LB2
One lamp fitted on the longitudinal medium plane of the vehicle?
	Y  [image: image656.png]
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	67.4.7.3.1.1
	Instrument light as tell-tale?
	Y  [image: image659.png]
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  NA  [image: image661.png]




	67.4.7.10
	If No, is a non-flashing green tell-tale fitted?
	Y  [image: image662.png]


  N  [image: image663.png]
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	67.4.8.3.1.2
	REAR REFLEX REFLECTOR (NON-TRIANGULAR)

For LB1
Distance between illuminating surface at least 400mm, and within 400mm from extreme outer edge of the vehicle?
	Y  [image: image665.png]
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	67.4.8.3.1.2
	For LB2
One reflector fitted on the longitudinal medium plane of the vehicle?
	Y  [image: image668.png]
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	67.4.8.3.1.1
	HAZARD WARNING LAMP

All direction indicator lamps flash in phase?
	Y  [image: image671.png]
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	67.4.9.1
	Independent switch?
	Y  [image: image674.png]
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	67.4.9.2
	Flashing tell-tale fitted?
	Y  [image: image677.png]


  N  [image: image678.png]
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	67.4.9.3
	Can Hazard Warning be activated with engine ignition in the off position?
	Y  [image: image680.png]


  N  [image: image681.png]
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	67.4.9.4.1
	FRONT FOG LAMPS (OPTIONAL)

For LB1
Lamp centre of reference on the medium longitudinal plane or not more than 250mm from the medium longitudinal plane of the vehicle?
	Y  [image: image683.png]
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	67.4.10.3.1.1
	For LB2
Lamps not more than 400mm from extreme outer edge of the vehicle?
	Y  [image: image686.png]


  N  [image: image687.png]
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	67.4.10.3.1.2
	REAR FOG LAMPS (OPTIONAL)

If only one lamp fitted is mounted either in the median longitudinal plane or to the right?
	Y  [image: image689.png]
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	67.4.11.3.1
	The illuminating surface of the fog lamp at least 100mm from the illuminating surface of the stop lamp?
	Y  [image: image692.png]


  N  [image: image693.png]
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	67.4.11.3.4
	(1)Can rear fog lamp operate only when dipped beam or main beam lamps and/or the front fog lamp is on?
	Y  [image: image695.png]


  N  [image: image696.png]
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	67.4.11.9
	(2)Can rear fog lamp be extinguished independently of the front fog lamps (if fitted)?
	Y  [image: image698.png]
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	Independent, non-flashing, circuit closed tell-tale fitted and operational?
	Y  [image: image701.png]
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	PARKING LAMP (OPTIONAL)

For LB1
If rear oriented only, One or Two lamps fitted? Please circle

If front and rear oriented Two or Three lamps fitted? Please circle
	Y  [image: image704.png]


  N  [image: image705.png]
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	67.4.13.2.1
	For LB2
If rear oriented only One lamp fitted?

If front and rear oriented Two or Three lamps fitted? Please circle
	Y  [image: image707.png]


  N  [image: image708.png]
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	67.4.13.2.2
	Is illuminating surface not more than 400mm from extreme outer edge of the vehicle?

If only two lamps provided are these provided on the side of the vehicle?
	Y  [image: image713.png]
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Y  [image: image716.png]
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	67.4.13.9
	Switch to permit parking lamps to be lit independently of any other lamps?
	Y  [image: image719.png]
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	67.4.13.9
	Able to operate with the ignition switch in ‘OFF’ position
	Y  [image: image725.png]
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	67.4.13.10
	If fitted, impossible to confuse tell-tale with that for the front and rear position Lamps?
	Y  [image: image728.png]
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	67.4.14.9
	REVERSING LAMPS (IF REVERSE GEAR FITTED)

Is the lamp always lit when reverse gear engaged and:
	Y  [image: image731.png]
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	67.4.14.9
	(1) The device controlling starting and stopping engine is in a position where engine can be operated?
	Y  [image: image734.png]
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	67.4.18.3.1

67.4.18.11
	(2) The engine is running?
	Y  [image: image737.png]
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	CONSPICUITY LAMPS (OPTIONAL)

Are One or Two conspicuity lamps fitted? Please circle

Are they separate lamps or combined with Dipped-Beam headlamps? Please circle
	Y  [image: image740.png]
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	67.4.18.9.1
	If conspicuity Lamps fitted, are they lit every time the engine is run ?
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	67.4.18.9.1
	CORNERING LAMPS (OPTIONAL)

Lighted continuously together with the corresponding direction indicator?
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	67.4.19.9.2
	Only lighted when the headlamp switch is in the on position?
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	67.4.20

67.4.20.4.3.2
	SIDE MARKER LAMPS (OPTIONAL, MANDATORY FOR VEHICLES >2.1m WIDE and > 7.5m IN LENGTH)

Front lamps within the front 3rd of the vehicle , but not forward of a plane through the rearmost point of the driver’s seat in the rearmost position?
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	67.4.20.4.3.1


	Are rear lamps not more than 300mm from the rear of the vehicle?
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	ADR 83/00 – EXTERNAL NOISE (New Models from 1-JAN-2005, All vehicles from 1-Jan-2006)

	CLAUSE 

NO
	FEATURE
	COMPLIANCE

	B/C 4.1
	MARKING REQUIREMENTS

Silencing system components marked with:
	

	B/C 4.1.1
	(1) Trade name or mark of manufacturer?
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	B/C 4.1.2
	(2) Trade description given by manufacturer?
	Y  [image: image764.png]
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	B/C 4.2
	Markings clearly legible and appears indelible?
	Y  [image: image767.png]
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	B 6.1

B 6.1.1
	LABELLING REQUIREMENTS (L Categories)

Is the following information provided on the motorcycle in an easily accessible (not necessarily immediately visible) location? 

(1) The manufacturer’s name?

(2) The value in dB(A) for the stationary noise test?

(3) The engine speed in RPM?
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